
The Miller MB14-7000 CAT/TP stripping tool is designed to 

remove the jacket from CAT-5, CAT-5e, CAT6, and other similar 

sized twisted pair cables for quick and easy termination.
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MB14-7000

CAT/TP CABLE STRIPPER 

Product Overview Product Features 

Ÿ Removes the jacket from CAT5, CAT5e, and CAT6 network cables

Ÿ Compact design is great for on-the-go use

Ÿ Large finger loop provides smooth rotation during use

Ÿ Ergonomic handles make loading cable quick & easy

Ÿ Precision scoring blade depth protects inner wires from damage

Operating Instructions 
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1. Squeeze handles to 

open the  tool and locate 

cable in the jaws. 
2. Rotate the tool one or 

two turns to score the 

jacket.

3. Flex the cable and 

remove the  jacket.
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WARNING! THIS TOOL SHOULD NOT BE USED ON LIVE ELECTRICAL CIRCUITS. IT IS NOT PROTECTED AGAINST ELECTRICAL SHOCK!

Always use OSHA/ANSI/CE or other industry approved eye protection when using tools. This tool is not to be used for purposes other than intended. 
Read carefully and understand instructions before using this tool.
WARRANTY: RIPLEY warrants its products against defective materials and workmanship for a period of two years from date of shipment from the RIPLEY factory provided the product is utilized in accordance with instructions and specified ratings. 
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